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THE 218 AT A GLANCE 

Compact and easy to install – 1U form 

factor with optional rack kit.

IP, IR, Trigger and Digital Active Loudspeaker 

control enable seamless integration and 

flexibility within the home. 

Lip Sync to realign audio and video following 

separation.  

Scalable solution – use multiple 218 units 

for additional Hi Res zones around the 

home.

MHR – Unique Meridian High Resolution 

up-sampling to offer the best possible 

performance and lossless audio 

performance from all of your sources.

Digital and analogue outputs enable 

the 218 to work with any power amplifier 

and all Meridian loudspeakers, enabling 

significant flexibility.

Cost effective solution in multiple 

installation applications, enabled by 

Meridian’s complimentary Design and 

Specification Service.

Designed for use in-room or in-rack, the 218 Zone Controller contains the functionality needed to 

create a Hi-Res audio zone. Accommodating both local and distributed audio, whether analogue or 

digital, the Meridian 218 is also an endpoint for Roon, the high-quality streaming service. 

With both digital and analogue inputs and outputs, the MQA-enabled Meridian 218 is suitable for a 

wide range of distributed audio applications from single zone to multi-zone use. 

Control features including IP and IR, allow this versatile 1U tall product to be easily partnered with any 

of Meridian’s power amplifiers or DSP loudspeakers. 

Multiple input options, including optical 

and coax digital, analogue and Speakerlink.

218 ZONE CONTROLLER
FLEXIBLE CONTROL
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